2.01 ARCHITECTURE + ENGINEERING

- PARKING
- VISITOR PEDESTRIAN WALK
- SEPTIC FIELD
- PARKING ELEMENTARY
- PAINT CREEK ELEMENTARY
- PLAYGROUND
- BUS LOOP
- INDIANWOOD ROAD

FIBER REINF. MAY NOT BE USED UNLESS 6" x 6" - W2.9 x W2.9 WELDED WIRE MESH

GENERAL SIDEWALK NOTES

- NOT TO SCALE
- TYPICAL SIDEWALK

6. WHERE A PERMANENT STRUCTURE IS LOCATED IN SIDEWALK,

5. BROOM FINISH ALL SIDEWALK PERPENDICULAR TO WIDTH. REFER

3. ALL EDGES MUST BE FINISHED WITH A 1/2" FILLET

2. ALL SIDEWALK SHALL HAVE A MIN. 8" GRANULAR BASE

4. REFER TO SPEC. 32 13 13 FOR CONCRETE SPECS.

MIN. SPACING: 50'-0" O.C.
PLACE EXPANSION MATERIAL AROUND STRUCTURE AND ADJUST
JOINT PATTERN TO INTERSECT STRUCTURE
ALSO TO SPEC. 32 13 13.

MIN. SPACING: WALK WIDTH
SAWCUT OR TOOLED
OR PER JOINING PLAN
CONTROL JOINT

1/4 OF SLAB THICK
MIN. 1 1/2"

LIST OF STANDARD ABBREVIATIONS -
"U.N.O" = UNLESS NOTED OTHERWISE
"C/L" = CENTER LINE
"A.F.F." = ABOVE FINISHED FLOOR
7. "WTR"

2.01

ENERGY EFFICIENCY
RENOVATION
TECHNOLOGY
UPGRADES

11.10.2020 BIDS & DRAWN
PROJECT NO.
5-5063

LAKE ORION, MICHIGAN

GMB Copyright 2020
All Rights Reserved

www.gmb.com
616.796.0200

SITE
Plan
MAIN OFFICE
Reception / Waiting - View 1